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Golem F1 is !rst table which connects resourceful and impressive 

design with top-class functions. Together it gives satisfaction for all 

Your request, is carefully for patients, make Your work easier and faster. 

Moreover Golem F1 looks really great.

Complete adjustable of all segments by 6 electromotors: height 

adjustable, trendelenburg, back segment, head segment, leg segment 

and foot supports.

Full synchronic adjustable of all positions of table-top in same time with 

full-load.

There are 4 memories to save most useable positions for your comfort.

Low starting high only 650 mm provide for enter on table without step.

Modern foot supports which makes possible to sit patient, put legs to 

support on the "oor, "owing changeover to examination gyneacology 

position e#ortlessly!

Easy put o# foot supports to patient can be load from side of table. 

(from wheelchair or transport table.)

Control of all motors by transparent hand-control, currently can be 

most use functions control by leg-pedals.

All parts are covering by white plastic covers with high brightness and 

UV !lter.

Non-seam and detachable upholstery in colour of your choice.

Accessories:
Goepel leg support Code Nr. D 00 05

Halogen lamp on a "exible holder Code Nr. D 00 10

Colposcope holder Code Nr. D 00 20 - 23

EURObars on back segment Code Nr. D 00 40

Hand holder used during infusion Code Nr. D 06 12

Infusion holder Code Nr. D 06 13

Mouthpiece holder Code Nr. D 06 14

Fastening strap Code Nr. D 06 15

Standard equipment:
Standard equipment: 6 electromotors, 4 memories of positions, foot 

supports, removable plastic bowl, holder of paper roll, step for doctor, 

reserve-battery for emergency operation, 2 plugs 230 V  for use of 

external electric units, hand control and leg pedals, Inbuilt transformator 

for halogen lamp, wheels with diameter 75 mm with central brake, 

inbuilt breaker with protector.
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GOLEM F1 Code Nr. G 00 01

Examination and treatment table for GYN/URO/IVF

Technical parametres:
Working area has width 640 mm. Complete length of area is 1 700 mm 

in lying position.

Length of segments: leg 400 mm, seat 390 mm, back 400 mm, head 

500 mm.

Height adjustable by electromotor 650 – 950 mm.

Trendelenburg adjustable by electromotor 0° + 20°.

Back segment adjustable by electromotor 0° + 70°.

Head segment adjustable by electromotor - 20° + 50°.

Leg supports adjustable by electromotors from "oor to examining 

position.

Required place for table 800 × 1 500 mm (in seating position)/1 700 mm 

(in lying position).

Weight capacity 180 kg.
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The GOLEM 6 series tables are designed 

for ambulatory procedures and common 

treatment. They are characterized by 

a  modern design with a  sophisticated 

and fully functional concept that meets 

all your requirements. Full covering of all 

parts with grey plastic casings ensures 

very easy maintenance of the table.

The 620 mm wide operating surface is 

covered with seamless arti!cial leather 

in a  colour of your choice; it is divided 

into a  seat with an opening and a  seat 

backrest with a  lifted head segment. All 

electric drives are foot pedal-operated 

and the positions can be changed even 

if the table is fully loaded. Lengths of 

the segments: seat 420 mm, backrest 

510 mm, head 400 mm, additional legs 

560 mm.

All versions are always fully equipped: 

polyurethane Goepel leg supports 

or heel supports (depending on your 

request) with a  jointed !xture, foot step 

with a  non-slip !nish, stainless bowl, 

hand rails for the patient, and a paper roll 

holder to be used for the whole surface, 

the backrest and the seat, or for the seat 

only. All elements can be easily adjusted 

for your and your patient’s comfort.

The weight of the table is 60  – 104 kg 

depending on version; the carrying 

capacity is 150 kg.

The build-in dimensions of the table are 

approx. 800 × 1 400 mm.

Each version can be further equipped 

according to your request.

GOLEM 6 P Code Nr. G 06 01
A !xed height of 800 mm, manually adjustable back tilt of 0° to +80°, 

!xed seat.

GOLEM 6 Code Nr. G 06 02
Electric drive adjustable height of 640 – 940 mm, manually adjustable 

back tilt of 0° to +80°, !xed seat.

GOLEM 6 E Code Nr. G 06 03
Electric drive adjustable height of 640  – 940 mm, electric drive 

adjustable back tilt of 0° to +80°, !xed seat.

GOLEM 6 ET Code Nr. G 06 04
Electric drive adjustable height of 640 – 940 mm, electric drive adjustable 

back tilt of 0° to +80°, electric drive adjustable seat (Trendelenburg) 

tilt of 0° to +20°. The table is equipped with electronics enabling the 

user to program 3 operating positions that are automatically set using 

a respective pedal. This feature allows for easy switching between the 

initial and operating positions of the table without time delays.



ISO 9001

Since 1991

Accessories:
Braked wheels Ø 75 mm Code Nr. D 06 03

Additional leg segment Code Nr. D 06 04

Halogen lamp on a "exible holder Code Nr. D 06 05

Left/right colposcope holder Code Nr. D 06 80 – 83

Bowl with outlet and hose Code Nr. D 06 08

Bowl with outlet, hose and waste container Code Nr. D 06 09

Stainless steel tray for instruments Code Nr. D 06 10

Separated pedal board Code Nr. D 06 31

Double tray (Left/Right) Code Nr. D 06 17

Examination table for gynaecology and urology

Double tray (Left/Right)               Code Nr. D 06 17
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The tables have all functions of the 

GOLEM 6 series necessary for ambulatory 

care and, in addition to that, they allow 

for minor procedures.

A  high level of operator and patient 

safety is ensured by covering of all parts 

of the table with grey plastic casings.

The 620 mm wide operating surface is 

covered with seamless arti!cial leather 

in a  colour of your choice; it is divided 

into a  seat with an opening and a  seat 

backrest with a  head segment. All 

electric drives are operated manually 

and the positions can be changed even 

if the table is fully loaded. Lengths of 

the segments: seat 420 mm, backrest 

510 mm, head 400 mm, additional legs 

560 mm.

All versions are always fully equipped: 

EUROrails for the fastening of accessories 

around the seat and backrest, removable 

polyurethane Goepel leg supports 

or heel supports (depending on your 

request) with a  jointed !xture, foot step 

with a  non-slip !nish, stainless bowl, 

removable hand rails for the patient, and 

a  paper roll holder to be used for the 

whole surface, the backrest and the seat, 

or for the seat only.

All elements can be easily and comfortably 

adjusted and removed from the table, 

which means that the patient can also get 

on from the side.

The weight of the table is 92  – 106 kg 

depending on version; the carrying 

capacity is 150 kg.

The build-in dimensions of the table are 

approx. 800 × 1 400 mm.

Each version can be further equipped 

with accessories for procedures 

according to your request.

GOLEM 6 Code Nr. G 06 05
Electric drive adjustable height of 640 – 940 mm, manually adjustable back tilt of 0° to +80° and head 

segment tilt of ± 30°, !xed seat.

GOLEM 6 E Code Nr. G 06 06
Electric drive adjustable height of 640  –  940 mm, electric drive adjustable back tilt of 0° to +80°, 

manually adjustable head segment tilt of ± 30°, !xed seat.

GOLEM 6 ET Code Nr. G 06 07
Electric drive adjustable height of 640  – 940 mm, electric drive adjustable back tilt of 0° to +80°, 

manually adjustable head segment tilt of ± 30°, electric drive adjustable seat (Trendelenburg) tilt of 

0° to +20°. The table is equipped with electronics enabling the user to program 3 operating positions 

that are automatically set using a respective button. This feature allows for easy switching between the 

initial and operating positions of the table without time delays.

Stainless steel tray for instruments Code Nr. D 06 10
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Treatment table for gynaecology and urology

Accessories:
Braked wheels Ø 75 mm Code Nr. D 06 03

Additional leg segment Code Nr. D 06 04

Halogen lamp on a "exible holder Code Nr. D 06 05

Left/right colposcope holder Code Nr. D 06 80 – 83

Bowl with outlet and hose Code Nr. D 06 08

Bowl with outlet, hose and waste container Code Nr. D 06 09

Stainless steel tray for instruments Code Nr. D 06 10

Separated pedal board instead hand control Code Nr. D 06 31

Separated pedal board and hand control together Code Nr. D 06 35

Additional hinged leg segment with gas spring  Code Nr. D 06 16

Hand holder used during infusion Code Nr. D 06 12

Infusion holder Code Nr. D 06 13

Mouthpiece holder Code Nr. D 06 14

Fastening strap Code Nr. D 06 15

Double tray (Left/Right) Code Nr. D 06 17

Treatment table GOLEM 6ET with additional hinged leg segment
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The GOLEM ESP series tables are 

designed for ambulatory care and, 

in addition to examinations in the 

gynaecological position, they allow for 

quick and easy switching to the lying 

position or the position for ultrasonic 

examination including vaginal probe. 

The great design and advanced function 

of the electrically lifted leg segment will 

facilitate your work and increase the 

patient’s comfort during examinations.

The low step-on height of 640 mm 

allows the patient to get on directly from 

the "oor, without the necessity of using 

a foot step.

The 620 mm wide operating surface is 

covered with seamless arti!cial leather in 

a colour of your choice; it is divided into 

a  leg segment, a  seat with an opening 

and a  seat backrest with a  lifted head 

segment. All electric drives are operated 

manually and the positions can be 

changed even if the table is fully loaded. 

Lengths of the segments: seat 470 mm, 

backrest 510 mm, head 400 mm, legs 

490 mm.

All versions are always fully equipped: 

polyurethane Goepel leg supports 

or heel supports (depending on your 

request) with a  jointed !xture, stainless 

bowl, hand rails for the patient, paper roll 

holder to be used for the whole surface, 

the backrest and the seat, or for the seat 

only.

All elements can be easily adjusted for 

your and your patient’s comfort.

The weight of the table is 90  – 112 kg 

depending on version; the carrying 

capacity is 150 kg.

The build-in dimensions of the table are 

approx. 800 × 1 400 mm.

Each version can be further equipped 

according to your request.

GOLEM ESP 6 Code Nr. G 06 20
Electric drive adjustable height of 640  –  940 mm, electric drive adjustable leg segment, manually 

adjustable back tilt of 0° to +80°, !xed seat.

GOLEM ESP 6E ode Nr. G 06 21
Electric drive adjustable height of 640 – 940 mm, electric drive adjustable leg segment, electric drive 

adjustable back tilt of 0° to +80°, !xed seat.

GOLEM ESP 6ET Code Nr. G 06 22
Electric drive adjustable height of 640 – 940 mm, electric drive adjustable leg segment, electric drive 

adjustable back tilt of 0° to +80°, electric drive adjustable seat (Trendelenburg) tilt of 0° to +20°. 

The table is equipped with electronics enabling the user to program 3 operating positions that are 

automatically set using a respective button. This feature allows for easy switching between the initial 

and operating positions of the table without time delays.
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Examination table for gynaecology and urology

Accessories:
Braked wheels Ø 75 mm Code Nr. D 06 03

Halogen lamp on a "exible holder Code Nr. D 06 05

Left/right colposcope holder Code Nr. D 06 80 – 83

Bowl with outlet and hose Code Nr. D 06 08

Bowl with outlet, hose and waste container Code Nr. D 06 09

Separated pedal board instead of hand control Code Nr. D 06 31

Separated pedal board and hand control together Code Nr. D 06 35

Double tray (Left/Right) Code Nr. D 06 17

Goepel support Heel support
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The tables have all functions of the 

GOLEM ESP series necessary for 

ambulatory care and they include 

additional equipment for procedures.

A  high level of operator and patient 

safety is ensured by covering of all parts 

of the table with grey plastic casings.

The 620 mm wide operating surface is 

covered with seamless arti!cial leather in 

a colour of your choice; it is divided into 

a  leg segment, a  seat with an opening 

and a  seat backrest with a  lifted head 

segment. All electric drives are operated 

manually and the positions can be 

changed even if the table is fully loaded. 

Lengths of the segments: seat 470 mm, 

backrest 510 mm, head 400 mm, legs 

490 mm.

All versions are always fully equipped: 

EUROrails for the fastening of accessories 

around the seat and backrest, 

Removable polyurethane Goepel leg 

supports or heel supports (depending 

on your request) with a  jointed !xture, 

stainless bowl, removable hand rails for 

the patient, paper roll holder to be used 

for the whole surface, the backrest and 

the seat, or for the seat only.

All elements can be easily and 

comfortably adjusted and removed from 

the table, which means that the patient 

can also get on from the side.

The weight of the table is 98  – 116 kg 

depending on version, the carrying 

capacity is 150 kg.

The build-in dimensions of the table are 

approx. 800 × 1 400 mm.

Each version can be further equipped 

with accessories for procedures 

according to your request.

GOLEM ESP 6 Code Nr. G 06 23
Electric drive adjustable height of 640 – 940 mm, electric drive adjustable leg segment, manually adjustable 

back tilt of 0° to +80° and head segment tilt of ± 30°, !xed seat.

GOLEM ESP 6E Code Nr. G 06 24
Electric drive adjustable height of 640 – 940 mm, electric drive adjustable leg segment, electric drive 

adjustable back tilt of 0° to +80°, manually adjustable head segment tilt of ± 30°, !xed seat.

GOLEM ESP 6ET Code Nr. G 06 25
Electric drive adjustable height of 640  –  940 mm, electric drive adjustable leg segment, electric 

drive adjustable back tilt of 0° to +80°, manually adjustable head segment tilt of ± 30°, electric drive 

adjustable seat (Trendelenburg) tilt of 0° to +20°. The table is equipped with electronics enabling the 

user to program 3 operating positions that are automatically set using a respective button. This feature 

allows for easy switching between the initial and operating positions of the table without time delays.
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Treatment table for gynaecology and urology

Accessories:
Braked wheels Ø 75 mm Code Nr. D 06 03

Halogen lamp on a "exible holder Code Nr. D 06 05

Left/right colposcope holder Code Nr. D 06 80 – 83

Bowl with outlet and hose Code Nr. D 06 08

Bowl with outlet, hose and waste container Code Nr. D 06 09

Separated pedal board instead of hand control Code Nr. D 06 31

Separated pedal board and hand control together Code Nr. D 06 35

Hand holder used during infusion Code Nr. D 06 12

Infusion holder Code Nr. D 06 13

Mouthpiece holder Code Nr. D 06 14

Fastening strap Code Nr. D 06 15

Double tray (Left/Right) Code Nr. D 06 17


